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Technical data 
Main features and materials
•	Body:	 	 	 Ductile	Iron	
•	Cover:	 	 	 Ductile	Iron	
•	 Screen:	 	 	 Stainless	Steel
•	 Sealing	ring:	 	 EPDM
•	Coating:	 	 	 Epoxy	RAL	5015	(250 μm) 
•	Dimensions:	 	 Face-to-Face	acc.	to	EN	558	(series 1)
•	Drilling:	 	 	 PN	16
•	 Test	standard:	 	 BS	EN	12266-1	PN	16
•	USP:	 	 	 	 Can	be	delivered	with	test	plugs
	 	 	 	 	 	 Compact	settlement
	 	 	 	 	 	 Cleaning	without	disassembling

Field of applications
•	 Temperature	range:	 -10	to	120	°C
•	Max.	working	pressure:		 16	bar

Dimensions

Description
FIVC	Y-Strainer	 is	 designed	 to	 collect	 and	prevent	 solid	 im-
purities	from	entering	the	pipeline	that	can	cause	malfuncti-
on	and	damage	to	the	most	sensitive	plant	components	such	
as	pumps,	control	valves,	flow,	and	heat	meters.	

The	strainer	holds	 solid	particles,	debris,	which	dimensions	
exceed	screen	mesh.	The	collected	debris	can	thereby	be	dis-
posed	and	the	filter	can	be	cleaned	without	removing	

the	strainer	from	the	line.	This	strainer	can	be	delivered	with	a	test	
point	 plug	 by	 request,	 but	 as	 standard,	 the	 strainer	 is	 delivered		
without	this	device.	The	valve	is	suitable	for	water,	steam,	and	gas.

Declaration
The	 product	 has	 been	manufactured	 and	 tested	 per	 the	 Euro-		
pean	PED	Directive	No.	2014/68/EU,	dated	15/05/2014	and	is	CE						
marked	

• HVAC 
•  Hot and cold water plants                          

• Industrial Technologies
•	 Filtration	systems,	etc.

Product code Size L H H1 F ØD1 ØD PCD N-ØC t KG

FYS050N16230 50 230 110 165 19 99 165 125 4-Ø19 3 6.4
FYS065N16230 65 290 135 205 19 118 185 145 4-Ø19 3 9.0
FYS080N16230 80 310 155 230 19 132 200 160 8-Ø19 3 11.3
FYS100N16230 100 350 190 295 19 156 220 180 8-Ø19 3 14.1
FYS125N16230 125 400 255 350 19 184 250 210 8-Ø19 3 21.3
FYS150N16230 150 480 290 400 19 211 285 240 8-Ø23 3 32.4
FYS200N16230 200 600 335 510 20 266 340 295 12-Ø23 3 52.7
FYS250N16230 250 730 428 665 22 319 405 355 12-Ø28 3 73.0
FYS300N16230 300 850 470 745 24.5 370 460 410 12-Ø28 3 103
FYS350N16230 350 980 625 940 26.5 429 520 470 16-Ø28 4 234
FYS400N16230 400 1100 685 1230 28 480 580 525 16-Ø31 4 306
FYS450N16230 450 1200 746 1110 30 548 640 585 20-Ø31 4 352
FYS500N16230 500 1250 845 1550 31.5 609 715 650 20-Ø34 4 434
FYS600N16230 600 1450 984 1560 36 720 840 770 20-Ø37 5 650
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*The test point plug R1 can be produced acc. to any request. Please note that the 
plug is not included in the standard strainer, only by request.

ST: Screen type • Mesh: number of holes • ØD2: Aperture/inscribed hole diameter 
• D: Mesh diameter • L: Mesh length • L2: Hole spacing • W: Thickness of sheet • 
A: Opening area, where % is the flow area ratio in %

Screen Information

ST Valve 
size

Mesh ØD2 D L L2 W A

per inch2 mm mm mm mm mm %

Perforated

50

104 1.5

48 99

2.5 0.8 28

65 64 120.5

80 79 128

100 98.5 169.5

125 124 205

150 150.5 224

200

26 2.5

201 289.5

5
1.2

20
250 249 386

300 298 416
350 367.5 520 1.4

400

22 3.5

412 580

5.5 1.8 33
450 460 597

500 510 696
600 610 822
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I	-	enlarged

Product Specification

N-ØC

1
3
4 6 752 8

DN 50 - 300

DN 350 - 600

N-ØC

N° Name Material

1 Body Ductile	Iron	(EN-JS	1050)

2 Cover Ductile	Iron	(EN-JS	1050)

3 Screw Carbon	Steel

4 Hex	Nut Carbon	Steel

5 Drain	plug Stainless	Steel	SS201

6 O-Ring EPDM

7 Screen Stainless	Steel	SS304

8 Test	Point	Plug	
Rp	1/4 Stainless	Steel	SS304

N° Name Material

1 Body Ductile	Iron	(EN-JS	1050)

2 Cover Ductile	Iron	(EN-JS	1050)

3 Hex	Nut Carbon	Steel

4 Plain	Washer Carbon	Steel

5 Drain	plug Stainless	Steel	SS304

6 O-Ring EPDM

7 Screen Stainless	Steel	SS304

8 Test	Point	Plug	
Rp	1/4 Stainless	Steel	SS304

*The test point plug R1 can be produced acc. to any request. Please note that the 
plug is not included in the standard strainer, only by request.
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