
Technical data
Main features and materials
• Body:   Duc  le Iron 
• Cover:   Duc  le Iron 
• Screen:   Stainless Steel
• Gasket:   Graphite+Steel
• USP:    Compact se  lement
      Environment-friendly
      Cleaning without disassembling 
• Dimensions:  Face-to-Face acc. to EN 558 (series 1)  
• Closing  ghtness:  BS EN 12266 

Field of applications
• Temperature range: -10 to 200 °C
• Max. working pressure:  25 bar

Product Information

*Dimensions are in millimeters 

Dimensions

Description
FIVC Y-Strainer is designed to collect and prevent solid im-
puri  es from entering the pipeline that can cause malfunc  -
on and damage to the most sensi  ve plant components such 
as pumps, control valves, fl ow, and heat meters. The stra-
iner holds solid par  cles, debris, which dimensions exceeds 
screen mesh. 
The collected debris can thereby be disposed and the fi lter

can be cleaned without removing the strainer from the line. 
The valve can be used for Oil, Water, and Gas respec  vely. 

Declaration
The product has been inspected and tested in accordance with 
the European PED Direc  ve No 2014/68/EU, Module G, dated 
15/05/2014 and is CE marked. 

• Hot and cold water plants                          
• Industrial Technologies
 

• Heat and refrigera  ng, 
     engineering and air-condi  oning                       

Product code Size
(DN) d D1 D2 D b L f n-ø H Kg

FYS065N25211 65 63.5 118 145 185 24 290 3 8-19 177 14

FYS080N25211 80 78 132 160 200 26 310 3 8-19 195 19

FYS100N25211 100 100 156 190 235 28 350 3 8-23 243 27

FYS125N25211 125 125 184 220 270 30 400 3 8-28 294 43

FYS150N25211 150 150 211 250 300 34 480 3 8-28 320 58
FYS200N25211 200 200 274 310 360 34 600 3 12-28 397 97
FYS250N25211 250 250 330 370 425 36 730 3 12-31 480 175
FYS300N25211 300 300 389 430 485 40 850 4 16-31 557 225
FYS350N25211 350 350 448 490 555 44 980 4 16-34 689 421
FYS400N25211 400 400 503 550 620 48 1100 4 16-37 789 602
FYS450N25211 450 450 548 600 670 50 1200 4 20-37 835 732
FYS500N25211 500 500 609 660 730 52 1250 4 20-37 922 930
FYS600N25211 600 600 720 770 845 56 1450 5 20-41 1020 1030

ST 
Mesh* T* øF* Opening area*
per cm2 mm mm %

Perforated

16
(DN 65-125)

1
(DN 65-300)

1.5
(DN 65-125)

28.3
(DN 65-125)

5
(DN 150-600)

1.2
(DN 350-600)

3
(DN 150-350)

33.6
(DN 150-350)

3.2
(DN 400-600)

38.6
(DN 400-600)

Screen Information

*ST: Screen type • Mesh: number of holes (Acc. +/- 0.5-1) • T: Thickness of sheet • 
ØF: Inscribed hole diameter

FYS series

FIVC Y Strainer  

FYS_N25_211 11.2017
All data sheets are subject to changes without prior notice    ·                  ·    www.flowconivc.com    ·         

Duc  le Iron – PN 25 – EN 1092-2



N° Name Material

1 Body Duc  le Iron EN-GJS-450-10

2 Screen Stainless Steel SS 304

3 Cover Duc  le Iron EN-GJS-450-10

4 Gasket Graphite + Steel

5 Plug Malleable Cast Iron EN-GJMB-300-06

6 Stud ISO 630-E235B 4.8

7 Nut ISO 630-E235B 5.0
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