
Description
FIVC Lugged Bu  erfl y Valve with its vulcanized seat is desig-
ned to be installed in pipelines for isola  ng or regula  ng pur-
poses. With its high quality rota  onal disc, the valve features 
quick shut-off  func  on. Due to the integrated pin in the disc, 
the bu  erfl y valve features much higher strength and can 
work in higher pressure condi  ons. The vulcanized seat ensu-
res that the valve is both suitable for center service and end-
of-line service. Furthermore, the valve can by the high-quality 
gearbox be closed and opened precisely because of the non-
gap between the sha   and disc. 

Declaration
The product has been inspected and tested in accordan-
ce with the European PED Direc  ve No 2014/68/EU, dated 
15/05/2014 and is CE marked.

Alternative Product Versions

Technical data
Main features and materials
• Body:   Duc  le Iron 
• Disc:   Stainless Steel 
• Pin:   Stainless Steel
• Stem:  Stainless Steel
• Seat:   Vulcanized EPDM
• Opera  on: Gearbox in Duc  le Iron 
• Coa  ng:  RAL 5015 (thickness 250 micron)
• USP:   Dead-end/center service
• Standard: BS EN 593
• Dimensions: Face-to-Face acc. to BS EN 558 
     (series 20)
• Type:   Drilling: PN 25 
     Sha  : SS AISI 431/630
     Thread: Metric
• Tests:  Inspec  on test acc. to BS EN 12266-1

Field of applications
• Max. temperature:             -15 to 120 °C
• Max. working pressure:    25 bar

     

• Petrochemical industry                             
• Irriga  on systems 
• Mining and infrastructure  
    industries
• Shipyard industry 

• Compressed air                                          
• Tex  le industry 
• Mechanical industry                                  
• Steam applica  ons 
•  Other various industries

Product code Size
(DN) H* H1* H3* L* ØD2* N-M ao-bo* C* F* ØV-V* Kg OTV

(N.m)
BTV
(N.m)

Gearbox
OT

N-M Ra  o No of 
turns

Product Information

*Dimensions are in millimeters • OTV: Operation Torque Value • BTV: Breaking Torque Value

Alu Bronze
Ductile Iron

Disc

Gearbox 
Other operations 
upon request

Operation

Replaceable
Other seats upon 
request

Seat

Pinless

Construction

UNC

Threading

PN 16
PN 20

PN

PN 20
PN 25
ANSI 150

Drilling

DN 40+

Size

LUG series   
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N° Name Material

1
Key
Only for DN 600+ Carbon Steel

2 O-Ring NBR

3 Bushing Brass C836600 + C37700

4 Body Duc  le Iron GGG 40

5 Pin
Stainless Steel SS 316

DN 40-100:         1 pcs
DN 125-350:       2 pcs

6 Stem DN 40-350:         Stainless Steel 431
DN 400-800:       Stainless Steel 630

7 Disc Stainless Steel CF8M

8 Seat Vulcanized EPDM

9 Cover Duc  le Iron GGG 40

10 Bolts and Accessories Stainless Steel 316

11 Gearbox Duc  le Iron

Product SpecificationDimensions

Gearbox Dimensions

Valve size
(DN) A* B* C* D* D1* D2* E-H* F* G* K* Φ* n-M

65-150 - 125 102 92 70 - 65 203 135 -

200-250 - 167 141 125 102 - 79 295 285 -

300-350 - 188 152 125 102 - 80 291 285 -

400-500 100 107 162 175 140 100 67 60 170 107 285 4-M16/
4-M20

600 125 131 172 276 165 - 65 66 192 131 385 4-M20

700-800 140 146 200 300 254 200 72 88 224 146 425 8-M16

*Dimensions are in millimeters
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