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Description
FIVC Check Valves are designed as single-direction de-
vices, which percent the return of pressurized fluid. They 
are suitable for use for water, oil, and steam. The internal 
hydraulic seal is ensured by the forces exercised by the 
mass of a tilting shutter and by the pressure of the liquid 
above a gasket. It activates the seal, even when subject 
to minimal back pressure. The advantage of these val-
ves is the low incidence of losses of pressure due to the 
rounded shape of the valve body and the large passage 
section, which is obtained via the oscillation of the disc.

Declaration
The model complies with the European PED Directive 
No 97/23/EC, dated 25/02/2000, and is CE marked.

Technical data 
Main features and materials
•	Body: 		           Ductile Iron EN-GJS-450-10 
•	Bonnet: 		           Ductile Iron EN-GJS-450-10
•	Disc:			           Ductile Iron EN-GJS-450-10
•	Gasket:		           Graphite+Steel 
•	Seat: 		           Bronze CC491K EN 1982 
•	Dimensions:	          Face to Face acc. to 
					              BS EN 558 series 10
•	Standard:		           Design acc. to BS EN 12334
•	Tests:		           Testing conforms to BS EN 112266-1
                                
Field of applications
•	Max. temperature:          230 °C
•	Max. working pressure: 25 bar
•	 Petrochemical industry                             
•	 Irrigation systems 
•	 Mining and infrastructure industries 
•	 Shipyard industry 
•	 Compressed air                                          

•	 Textile industry 
•	 Mechanical industry                                  
•	 Steam applications 
• 	 Other various industries

 
Product Information

Product code Size
(DN) d* L* D* D1* D2* b* n-d* H* Weight

(kg)

FCH065N25CB211 65 63.5 216 185 145 118 20 8-19 127 14

FCH080N25CB211 80 78 241 200 160 132 22 8-19 145 19
FCH100N25CB211 100 100 292 235 190 156 24 8-23 161 32
FCH125N25CB211 125 125 330 270 220 184 26 8-28 190 45
FCH150N25CB211 150 150 356 300 250 221 26 8-28 248 59
FCH200N25CB211 200 200 495 360 310 274 30 12-28 303 107
FCH250N25CB211 250 250 622 425 370 330 32 12-31 365 158
FCH300N25CB211 300 300 698 485 430 389 32 16-31 410 246
FCH350N25CB211 350 356 787 555 490 448 36 16-34 590 500
FCH400N25CB211 400 406 914 620 550 503 38 16-37 608 680

*Dimensions are in millimeters

N° Name Material

1 Body Ductile Iron EN-GJS-450-10
2 Seat Bronze CC491K EN 1982 
3 Disc ring Bronze CC491K EN 1982
4 Disc Ductile Iron EN-GJS-450-10
5 Hinge Carbon Steel WCB
6 Washer Steel EN 10025-2 S235 JR
7 Nut Steel EN 10025-2 S235 JR
8 Pin Stainless Steel SS 304
9 Hinge pin 12 CR

10 Set screw Steel EN 10025-2 S235 JR
11 Bolt Steel EN 10025-2 S235 JR
12 Gasket Graphite + Steel
13 Bonnet Ductile Iron EN-GJS-450-10
14 Plug Malleable
15 Nameplate Aluminium 
16 Lifting bolt Steel EN 10025-2 S235 JR

Product Specification

Dimensions
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FCH series

FIVC Swing Check Valve 
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Ductile Iron –  PN 25 – Flanged – EN 1092


