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Pre-Set Dynamic Balancing Valves
DN15-40 / 1/2"-1 1/2"

FlowCon Stainless Steel Inserts 

SPECIFICATIONS

Insert:
Static pressure:	 2500 kPa / 360 psi
Media temperature:	 -20°C to +120°C / -4°F to +248°F
Materials:
-	 Insert:	 Stainless steel AISI 304
-	 Spring:	 Stainless steel 17-7
-	 O-rings:	 EPDM
Flow rate range:	 20 mm / 3/4” insert:	 0.0210-1.01 l/sec / 0.333-16.0 GPM
		  40 mm / 1 1/2“ insert:	 0.189-2.78 l/sec / 3.00-44.0 GPM
Adaptor:
Materials:
-	 Headnut / housing:	 Forged brass ASTM CuZn40Pb2
-	 Holder / lock-ring:	 POM (apply only for 20 mm / 3/4" insert)
- 	O-rings:	 EPDM

Valve:
Material:
-	 Housing:
	 A, DN15-20 / 1/2”-3/4”:	 Forged DZR brass ASTM CuZn36Pb2As
	 A, DN25 / 1":	 Forged brass ASTM CuZn40Pb2
	 AB, DN15-25 / 1/2”-1”:	 Forged DZR brass ASTM CuZn36Pb2As
	 AB, DN25-32 / 1”-1 1/2”:	 Forged brass ASTM CuZn40Pb2
	 ABV, DN15-40 / 1/2”-1 1/2”:	 Forged brass ASTM CuZn40Pb2
-	 Ball valve: 	 ABV:	 Chemically nickel-plated brass ASTM CuZn40Pb2
-	 End connection:	 ABV:	 Brass alloy
End connections1:	 A/AB:	 Fixed female ISO or NPT
		  ABV:	 Double union end connection ISO or NPT
Housing taps:	 AB/ABV:	1/4” ISO
Note 1: NPT only available ex. US-factory.
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FlowCon F360XXX in
FlowCon A valve

DN15/20/25 (1/2", 3/4", 1")

H2

H1

L

FlowCon F360XXX in
FlowCon AB valve

DN15/20/25 (1/2", 3/4", 1")

H2

H1

L

H2

H1

FlowCon F360XXX in
FlowCon ABV valve

DN15/20/25 (1/2", 3/4", 1")

L C

Valve
model

Valve
size

Insert
size

L H1 H2 End connections C2 Weight3

Female Male Sweat

mm
 (in)

mm
(in)

mm
(in)

mm
(in)

mm
(in)

ISO
(NPT)

ISO
(NPT)

ISO kg
(lb)

A

15
(1/2)

20
(3/4)

80
(3.15) 31

(1.22)
80

(3.15) - - -

0.45
(0.99)

20
(3/4)

0.39
(0.86)

25
(1)

91
(3.58)

0.55
(1.21)

AB

15
(1/2)

20
(3/4)

81
(3.19)

31
(1.22)

78
(3.07) - - -

0.47
(1.04)

20
(3/4)

85
(3.35)

0.49
(1.08)

25
(1)

102
(4.02)

0.64
(1.41)

25
(1) 40

(1 1/2)
128

(5.04)
47

(1.85)
99

(3.90) - - -

1.90
(4.19)

32
(1 1/4)

1.74
(3.84)

ABV

15
(1/2)

20
(3/4)

122
(4.80)

33
(1.30)

78
(3.07)

22
(0.87)

24
(0.95) 20

0.85
(1.88)

20
(3/4)

22
(0.87)

25
(0.99) 20

25
(1) - 39

(1.54) 22

25
(1)

40
(1 1/2)

162
(6.38)

42
(1.65)

99
(3.90)

35
(1.38)

40
(1.57) 34

2.15
(4.74)

32
(1 1/4)

33
(1.30)

40
(1.57) 34

40
(1 1/2)

33
(1.30)

42
(1.65) -

Note 2: Add end connection length to housing length
Note 3: Weight does not include end connections

DIMENSIONS AND WEIGHT (NOMINAL)
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Example:
AB.20.B.I.F360.2.0.5 = DN20 (3/4”) AB housing with p/t plugs and FlowCon stainless steel insert, 
22-210 kPaD (2-32 psid) and marking 0.5.

Union end connections (inlet x outlet):
Model, size Female threaded Male threaded Sweat
ABV.1 with
F360xxx

E = 15 mm / 1/2”
F = 20 mm / 3/4”

H = 15 mm / 1/2”
I = 20 mm / 3/4”
J = 25 mm / 1”

K = 15 mm
L = 18 mm
M = 22 mm

ABV.2 with
F361xxx

G = 25 mm / 1”
P = 32 mm / 1 1/4”
Q = 40 mm / 1 1/2”

J = 25 mm / 1”
S = 32 mm / 1 1/4”
T = 40 mm / 1 1/2”

N = 28 mm
W = 35 mm

- leave blank if A- or AB-housing or no end connections required

Housing type and size:

A.15
A.20
A.25
AB.15
AB.20
AB.25K
ABV.1

AB.25
AB.32
ABV.2

=
=
=
=
=
=
=

=
=
=

20 mm / 3/4" SS insert
A, DN15 / 1/2"
A, DN20 / 3/4"
A, DN25 / 1"
AB, DN15 / 1/2"
AB, DN20 / 3/4"
AB, DN25 / 1"
ABV, DN15-25 / 1/2"-1"
40 mm / 1 1/2" SS insert
AB, DN25 / 1"
AB, DN32 / 1 1/4"
ABV, DN25-40 / 1"-1 1/2"

P/t plug requirements:
B
P

=
=

p/t plugs 
taps plugged 
leave blank if A-housing or no p/t plugs required

Insert size:
0
F360
F361

=
=
=

no insert
20 mm / 3/4" SS insert
40 mm / 1 1/2" SS insert

. . . . . . .

Connection standard and material:
I
N

=
=

ISO (Standard)
NPT

MODEL NUMBER SELECTION

Pressure range (last digit marking in the flow rate tables, pages 4 and 5):
0
1
2
4
8

=
=
=
=
=

no insert
10-95 kPaD / 1-14 psid
22-210 kPaD / 2-32 psid
40-390 kPaD / 4-57 psid
90-880 kPaD / 8-128 psid

Insert marking (flow indicator):
x.x = First two digit marking in the flow rate tables (pages 4 and 5)

http://www.flowcon.com
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FLOW RATE SETTING

20 mm (3/4’’) Stainless Steel Inserts for DN15-DN25 Valves
20 mm  ·  3/4”  ·  stainless steel insert 

N
om

in
al

 fl
ow

 ra
te

Pressure range, ΔP: 10-95 kPaD
1-14 psid

22-210 kPaD
2-32 psid

40-390 kPaD
4-57 psid

90-880 kPaD
8-128 psid

l/sec l/hr GPM

Type 1 Type 2 Type 4 Type 8
Marking FlowCon

model no. Marking FlowCon
model no. Marking FlowCon

model no. Marking FlowCon
model no.

0.0210 75.7 0.333 11-1 F360111
0.0315 114 0.500 01-1 F360101
0.0347 125 0.550 11-2 F360211
0.0421 151 0.667 02-1 F360102
0.0473 170 0.750 01-2 F360201 11-4 F360411
0.0631 227 1.00 03-1 F360103 02-2 F360202 01-4 F360401
0.0694 250 1.10 11-8 F360811
0.0789 284 1.25 20-2 F360220
0.0841 303 1.33 04-1 F360104 02-4 F360402
0.0946 341 1.50 03-2 F360203 01-8 F360801
0.105 379 1.67 05-1 F360105
0.110 397 1.75 22-2 F360222
0.126 454 2.00 06-1 F360106 04-2 F360204 03-4 F360403 02-8 F360802
0.142 511 2.25 24-2 F360224
0.147 530 2.33 07-1 F360107
0.158 568 2.50 05-2 F360205
0.168 606 2.67 08-1 F360108 04-4 F360404
0.174 625 2.75 26-2 F360226
0.189 681 3.00 06-2 F360206 03-8 F360803
0.210 757 3.33 10-1 F360110 05-4 F360405
0.221 795 3.50 07-2 F360207
0.252 908 4.00 12-1 F360112 08-2 F360208 06-4 F360406 04-8 F360804
0.294 1060 4.67 14-1 F360114 07-4 F360407
0.315 1140 5.00 16-1 F360116 10-2 F360210 05-8 F360805
0.336 1210 5.33 08-4 F360408
0.379 1360 6.00 12-2 F360212 06-8 F360806
0.421 1510 6.67 10-4 F360410
0.442 1590 7.00 14-2 F360214 07-8 F360807
0.505 1820 8.00 16-2 F360216 12-4 F360412 08-8 F360808
0.589 2120 9.33 14-4 F360414
0.631 2270 10.0 16-4 F360416 10-8 F360810
0.694 2500 11.0 17-4 F360417
0.757 2730 12.0 12-8 F360812
0.883 3180 14.0 14-8 F360814
1.01 3630 16.0 16-8 F360816

Accuracy: ±5% of controlled flow rate.

•	 ACC0080:		  Flushing cap small (replaces 20 mm / 3/4” insert and adaptor during flushing)
•	 ACC0081:		  Flushing cap medium (replaces 40 mm / 1 1/2” insert and adaptor during flushing)
•	 ACC0150:		  Spare adaptor small (for 20 mm / 3/4” insert)
•	 ACC0160:		  Spare adaptor medium (for 40 mm / 1 1/2” insert)
•	 ACC797810:	 Spare O-ring for 20 mm / 3/4” insert
•	 ACC797820:	 Spare O-ring for 40 mm / 1 1/2" insert

ACCESSORIES

http://www.flowcon.com


Page 5 of 7Tech note  ·  FlowCon SS Insert  ·  october 2023  ·  www.flowcon.com

FLOW RATE SETTING

40 mm (1 1/2’’) Stainless Steel Inserts for DN25-DN40 Valves
40 mm  ·  1 1/2”  ·  stainless steel insert 

N
om

in
al

 fl
ow

 ra
te

Pressure range, ΔP: 10-95 kPaD
1-14 psid

22-210 kPaD
2-32 psid

40-390 kPaD
4-57 psid

90-880 kPaD
8-128 psid

l/sec l/hr GPM

Type 1 Type 2 Type 4 Type 8
Marking FlowCon

model no. Marking FlowCon
model no. Marking FlowCon

model no. Marking FlowCon
model no.

0.189 681 3.00 09-1 F361109
0.210 757 3.33 10-1 F361110
0.252 908 4.00 12-1 F361112
0.284 1020 4.50 09-2 F361209
0.294 1060 4.67 14-1 F361114
0.315 1140 5.00 10-2 F361210
0.336 1210 5.33 16-1 F361116
0.379 1360 6.00 18-1 F361118 12-2 F361212 09-4 F361409
0.421 1510 6.67 20-1 F361120 10-4 F361410
0.442 1590 7.00 14-2 F361214
0.463 1670 7.33 22-1 F361122
0.505 1820 8.00 24-1 F361124 16-2 F361216 12-4 F361412
0.547 1970 8.67 26-1 F361126
0.568 2040 9.00 18-2 F361218 09-8 F361809
0.589 2120 9.33 28-1 F361128 14-4 F361414
0.631 2270 10.0 30-1 F361130 20-2 F361220 10-8 F361810
0.673 2420 10.7 32-1 F361132 16-4 F361416
0.694 2500 11.0 22-2 F361222
0.715 2570 11.3 34-1 F361134
0.757 2730 12.0 36-1 F361136 24-2 F361224 18-4 F361418 12-8 F361812
0.799 2880 12.7 38-1 F361138
0.820 2950 13.0 26-2 F361226
0.841 3030 13.3 40-1 F361140 20-4 F361420
0.883 3180 14.0 42-1 F361142 28-2 F361228 14-8 F361814
0.925 3330 14.7 44-1 F361144 22-4 F361422
0.946 3410 15.0 30-2 F361230
1.01 3630 16.0 32-2 F361232 24-4 F361424 16-8 F361816
1.07 3860 17.0 34-2 F361234
1.09 3940 17.3 26-4 F361426
1.14 4090 18.0 36-2 F361236 18-8 F361818
1.18 4240 18.7 28-4 F361428
1.20 4320 19.0 38-2 F361238
1.26 4540 20.0 40-2 F361240 30-4 F361430 20-8 F361820
1.32 4770 21.0 42-2 F361242
1.35 4850 21.3 32-4 F361432
1.39 5000 22.0 44-2 F361244 22-8 F361822
1.43 5150 22.7 34-4 F361434
1.51 5450 24.0 36-4 F361436 24-8 F361824
1.60 5750 25.3 38-4 F361438
1.64 5910 26.0 26-8 F361826
1.68 6060 26.7 40-4 F361440
1.77 6360 28.0 42-4 F361442 28-8 F361828
1.85 6660 29.3 44-4 F361444
1.89 6810 30.0 30-8 F361830
2.02 7270 32.0 32-8 F361832
2.15 7720 34.0 34-8 F361834
2.27 8180 36.0 36-8 F361836
2.40 8630 38.0 38-8 F361838
2.52 9080 40.0 40-8 F361840
2.65 9540 42.0 42-8 F361842
2.78 9990 44.0 44-8 F361844

Accuracy: ±5% of controlled flow rate.
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The FlowCon Stainless Steel insert series is a range of dynamic balancing inserts. Each insert has a fixed factory 
flow pre-setting enabling maximum flow limitation and balancing to each unit, the valve is controlling. The fixed set-
ting provides a tamper-proof solution as no adjustment is possible. The marking on the insert indicates both flow rate 
and differential pressure range.

The Stainless Steel inserts can be used wither in heating or cooling applications and are available for a wide range 
of valve housings, i.e. FlowCon A/AB/ABV, FlowCon K, FlowCon Wafer and FlowCon EVS.
For FlowCon K, FlowCon Wafer and FlowCon EVS plesae see their relevant tech notes for more information.

DESCRIPTION

1.	 AUTOMATIC BALANCING VALVES WITH FIXED PRE-SETTING - FLOWCON SS
	 1.1.	 Contractor shall install the automatic balancing valves where indicated in drawings.
	 1.2.	 Valve shall consist of a dynamic, accessible, pre-set flow regulation unit.
	 1.3.	 Housing shall be permanently marked to show direction of flow.

2.	 VALVE HOUSING
	 2.a.	 FlowCon A
		  2.a.1.	 Valve housing shall consist of forged brass ASTM CuZn40Pn2 or DZR brass ASTM CuZn36Pb2As, 
			   rated at no less than 2500 kPa (360 psi) static pressure at +120°C (+248°F).
	 OR…
	 2.b.	 FlowCon AB
		  2.b.1.	 Valve housing shall consist of forged brass ASTM CuZn40Pn2 or DZR brass ASTM CuZn36Pb2As,  
			   rated at no less than 2500 kPa (360 psi) static pressure at +120°C (+248°F).
		  2.b.2.	 Pressure/temperature test plugs for verifying accuracy of flow performance shall be available for  
			   all valve sizes.
	 OR…
	 2.c.	 FlowCon ABV
		  2.c.1.	 Valve housing shall consist of forged brass ASTM CuZn40Pb2, rated at no less than 2500 kPa  
			   (360 psi) static pressure at +120°C (+248°F).
		  2.c.2.	 Valve ball shall consist of chemically nickel-plated brass ASTM CuZn40Pb2.
		  2.c.3.	 Pressure/temperature test plugs for verifying accuracy of flow performance shall be available for  
			   all valve sizes.

3.	 FLOW REGULATION UNIT
	 3.1.	 Flow regulation unit assembly shall be manufactured of AISI type 304 stainless steel and stainless steel 
		  17-7 spring.
	 3.2.	 Flow regulation unit shall be readily accessible for change-out or maintenance.
	 3.3.	 Flow regulation unit shall be available in 4 different operational pressure ranges, minium range shall be 
		  capable of being activated by 10 kPaD (1 psid). Further, the flow regulation unit shall be capable of con- 
		  trolling flow within ±5% of rated flow.
	 3.4.	 Flow regulation unit adaptor shall consist of forged brass ASTM CuZn40Pb2 or forged brass ASTM  
		  CuZn40Pb2 and POM depending on size, rated at no less than 2500 kPa (360 psi) static pressure and  
		  +120°C (+248°F).
	 3.5.	 Flow regulation unit adaptor shall for DN15-25 (1/2"-1") include a lock-ring for fast fitting and re-fitting of  
		  flow regulation unit.
	 3.6.	 Indentification tag shall be available for all valves; tag shall be indelibly marked with part number and flow 
		  rate.

GENERAL SPECIFICATIONS
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APPLICATION AND SCHEMATIC EXAMPLE

UPDATES

For latest updates please see www.flowcon.com
FlowCon International can accept no responsibility for possible errors in any printed material.
All rights reserved.
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